
 

 

 

 

 

 
 

 

TECHNISCHE BESCHRIJVING 

BINNENZONWERING TYPE DECODARK  
 

 

Doek: 

 

Het basisweefsel is vervaardigd van glasdraden die vooraf zijn omhuld met kunststof op basis 

van polyvinylchloride gekleurd in de massa. 

Het weefsel is anti-statisch, onvervormbaar, onontvlambaar en bestand tegen vochtigheid en 

warmte. De kleuren zijn lichtecht. Het basisweefsel blijft zichtbaar, zodat de esthetiek 

behouden blijft. Op de donkere zijde van het weefsel is een dubbele coating aangebracht. De 

afwerkingslaag naar buiten toe is hiervan aluminiumgrijs. De coating waarborgt een absolute 

lichtafscherming, zelfs bij het aanbrengen van een geconcentreerde lichtbron achter het doek.  

De binnenzijde van de doek is beschikbaar in verschillende kleuren. 

Zowel de afwerkingslaag als het screenweefsel verzekeren een weerkaatsing van de warmte 

langs de kant van de beglaasde oppervlakken. De afwerking van het doek gebeurt door 

hoogfrequent lassen.  

Indien de breedte en de hoogte de doekrol overstijgt zal een lasnaad nodig zijn. 

 

Karakteristieken van het weefsel: 

 

Screen BO Lunar 

• Compositie : 33% Glasvezel – 47% PVC – 20% PVC laminaat. 

• Gewicht : 660 g/m²  

• Openheidsfactor : 0% 

• Brandklasse:  

o M1 / NFP 92 503 / BS / 476 Pt 6 Class 0 

o Europa : UNE-EN 13501-1:2007 

• Dikte : 0,776 mm 

 

Vasthechting van het weefsel: 

 

Het doek wordt opgehangen in een aluminium of stalen oprolbuis. Aan de onderzijde wordt 

het in een verzwaarde aluminium onderlat geschoven die tevens als geleidings- en 

afwerkingsprofiel dient. Het doek wordt bevestigd zonder schroeven, zodat onderhoud en 

vervanging ogenblikkelijk kunnen gebeuren. De onderlat wordt afgewerkt met een 

samendrukbare afdichtingsborstel. 

 

 

 

 

 

 

 



 

 

 

 

 

 

Geleiding: 

 

Aan beide uiteinden van de aluminium onderlat worden geleideblokjes van kunststof 

bevestigd. De geleideblokjes schuiven in twee aluminium profielen van 35 x 58mm.  Het 

doek is zijdelinks voorzien van een rits die over gans de hoogte in het profiel loopt om 100% 

verduistering te garanderen. De aluminium onderlat is voorzien van een dichtingsrubber die 

de lichtdichtheid waarborgt. 

 

Aluminiumprofielen: 

 

Oppervlaktebehandeling van de zichtbare aluminiumprofielen. 

Te kiezen uit alle standaard RAL kleuren. Speciale RAL kleuren waaronder bv. structuur of 

specifieke poederleverancier (Axalta, Tiger, AKZO, IGP e.a.) zijn mogelijk mits meerprijs. 

 

Mechanisme: 

 

Alle schroeven ter bevestiging van het scherm en de onderdelen zijn van roestvrij staal. 

 

Met elektrische motor: 

Aluminium of stalen oprolbuis, diameter 63 tot 100 mm, volgens breedte en kastgrootte. 

Ingebouwde asynchrone motor met wrijvingsloze werking, beschermd door een thermische 

beveiliging. Vertragingskast van het planetaire type; gelijkmatige verdeling van de belasting 

voor in serie gemonteerde tand- en planeetwielen. Schakelgedeelte gesynchroniseerd met de 

oprolbuis. Automatische ontkoppeling van de schuifkragen in de eindstand boven en onder. 

Rem met elektronische ontkoppeling zodra de motor onder spanning wordt gezet.  

Eén schakelaar per motor, centrale groepsbediening of afstandsbediening is mogelijk. 

 

Afdekkasten: 

 

De verduisteringsschermen worden geplaatst in kasten van geëxtrudeerd aluminiumprofielen. 

Deze profielen worden zonder schroeven geassembleerd. De kasten zijn zelfdragend. Elke 

kast wordt aan weerszijden afgesloten door een zijstuk. De zijstukken worden door middel 

van roestvrije schroeven op profielen bevestigd.  

Naargelang de oppervlakte wordt een kast van 90, 110 of 150 voorzien. 

 

Toepassing: 

 

In deze vorm is het verduisterend rolgordijn geschikt voor de meest diverse toepassingen waar 

absolute duisternis vereist is zoals: verduisteren van privé- en klaslokalen voor dia- of 

filmprojectie, verduisteren van slaap- of ziekenhuiskamers, labo’s, foto-ontwikkeling, 

röntgenonderzoek,  e.a. 
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SQ 90

Overview

Figure 1 SQ 90 Front and overhead view

Figure 2 SQ 90 side view

Application

External textile sun shading with small cover panel

dimensions for shading vertical punched windows or

element windows with particularly slender design.

Mounting with distance e.g. for mullion and transom

facades.

System elements

(1) Cassette (2) Cover panel (3) Fabric (4) Bottom

bar (5) Lateral guide (6) Roller tube

Figure 3: Isometric views of sq 90 system – without
brackets
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Cassette

Figure 4: Cassette cross-over

Material: aluminium, extruded

Material thickness: 1.8 mm

Dimensions (w x h): 95 x 90 mm

Surface: powder coated, anodising optional

Fixing: with wall/ceiling bracket made of

extruded aluminium

Side covers: aluminium, powder coated

Shapes: rectangular

Roller tube

Figure 5 SQ 90 Roller tube

Material: aluminium

Material thickness: 1.6 mm

Dimensions (Ø): 63mm

Profile: groove tube

Surface: plain

With piping groove for attaching the fabric.

Revision cover

Figure 6 (1) Revision cover

Material: aluminium, extruded

Material thickness: 1.8 mm

Surface: powder coated, anodising optional

Important: Removable cover panel allows to inspect

roller tube end internal parts of the cassette.

Fabric

Standard fabrics

Special fabrics not included in our current collection

are only available upon request and at a surcharge

Lateral guide

Figure 7 58x35 mm Rail with ZIP guidance

ï
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Lateral guidance using ZIP (zipper) directly in the

two-piece rail. Internal flexible PVC inlay for guiding

the curtain and for damping

Material: aluminium, extruded

Dimensions (w x h): 32 x 58 mm

Profile: extruded aluminium

Surface: powder coated, anodising optional

Fixing: directly on the facade or in the niche

Guide rail bracket (type F)

End cap: plastic, black

Inlay: co-extruded PVC profile

There are three option available for lateral guide

inlay.

1. PVC inlay with elastomer tensioning

2. PVC inlay with EPDM microrubber tensioning

3. PVC inlay with clipzip tensioning

Figure 8 SQ 90- Zip inserts

Bottom bar

Figure 9 BD 30 and BD 50 bottom bars

Size and measurements

Order dimensions

Figure 10 SQ 90 ordering dimensions - front and side view

35
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Direct installation in Z axis

Figure 22 SQ 90 direct installation in Z axis - top view cross section

Figure 23 SQ 90 direct installation in Z axis - top view cross section excl. cassette
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SQ 110

Overview

Application

External textile sun shading with small cover panel

dimensions for shading vertical punched windows or

element windows with particularly slender design.

Mounting with distance e.g. for mullion and transom

facades.

System elements

(1) Cassette (2) Cover panel (3) Fabric (4) Bottom

bar (5) Lateral guide (6) Roller tube

Cassette

Figure 42: Cassette cross-over

Material: aluminium, extruded

Material thickness: 1.8 mm

Dimensions (w x h): 110 x 110 mm

Surface: powder coated, anodising optional

Fixing: with wall/ceiling bracket made of

extruded aluminium

Side covers: aluminium, powder coated

Shapes: rectangular

Roller tube

Figure 43 SQ110 Roller tube

Dimensions (Ø): 78 mm

Profile: groove tube

Surface: plain

With piping groove for attaching the fabric.
Figure 41: Isometric views of SQ 110 system – without
brackets



SYSTEM SQ 110 – TECHNICAL CATALOGUE

6

Revision cover

Figure 44 (1) Revision cover

Material: aluminium, extruded

Material thickness: 1.8 mm

Surface: powder coated, anodising optional

Important: Removable cover panel allows to inspect

roller tube end internal parts of the cassette.

Fabric

Standard fabrics

Special fabrics not included in our current collection

are only available upon request and at a surcharge

Lateral guide

Figure 45 58x35 mm Rail with ZIP guidance

Lateral guidance using ZIP (zipper) directly in the

two-piece rail. Internal flexible PVC inlay for guiding

the curtain and for damping

Material: aluminium, extruded

Dimensions (w x h): 32 x 58 mm

Profile: extruded aluminium

Surface: powder coated, anodising optional

Fixing: directly on the facade or in the niche

Guide rail bracket (type F)

End cap: plastic, black

Inlay: co-extruded PVC profile

There are three option available for lateral guide

inlay.

1. PVC inlay with elastomer tensioning

2. PVC inlay with EPDM microrubber tensioning

3. PVC inlay with clipzip tensioning

Figure 46 SQ110 - Zip inserts
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Bottom bar

Figure 47 BD 30 and BD50 bottom bars

Size and measurements

Order dimensions

Figure 48 SQ 110 ordering dimensions - front and side view

Brackets and accessories

F Type brackets

Figure 49 Type F brackets - (installation of a single roller blind)

Standard length 40mm, 60mm, 80mm, 100mm.

35
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SQ 150

Overview

Application

External textile sun shading with small cover panel

dimensions for shading vertical punched windows or

element windows with particularly slender design.

Mounting with distance e.g. for mullion and transom

facades.

System elements

(1) Cassette (2A, 2B) Cover panel with revision panel

(3) Fabric (4) Bottom bar (5) Lateral guide (6)

Roller tube

Cassette

Figure 80: Cassette cross-over SQ 150

Material: aluminium, extruded

Material thickness: 1.8 mm

Dimensions (w x h): 150 x 150 mm

Surface: powder coated, anodising optional

Fixing: direct, self-support

Side covers: aluminium, powder coated

Shapes: rectangular

®»ª·­±² ½±ª»® ß
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Figure 79 Isometric views of SQ 150 system – without
brackets
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Roller tube

Figure 81 SQ 150 Roller tubes

Material: aluminium, extruded or galvanized steel

Material thickness: 1.6 mm

Dimensions (Ø): 78mm, 85 mm and 100 mm

Profile: groove tube

Surface: plain

With piping groove for attaching the fabric.

Revision cover

Figure 82 (2A, 2B) Revision cover

Material: aluminium, extruded

Material thickness: 1.8 mm

Surface: powder coated, anodising optional

Important: Removable cover panel allows to inspect

roller tube end internal parts of the cassette. Using

revision cover B system may be installed into nieche

Fabric

Standard fabrics

Special fabrics not included in our current collection

are only available upon request and at a surcharge
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Lateral guide

Figure 83 58x35 mm Rail with ZIP guidance

Lateral guidance using ZIP (zipper) directly in the

two-piece rail. Internal flexible PVC inlay for guiding

the curtain and for damping

Material: aluminium, extruded

Dimensions (w x h): 32 x 58 mm

Profile: extruded aluminium

Surface: powder coated, anodising optional

Fixing: directly on the facade or in the niche

Guide rail bracket (type F)

End cap: plastic, black

Inlay: co-extruded PVC profile

There are three option available for lateral guide

inlay.

1. PVC inlay with elastomer tensioning

2. PVC inlay with EPDM microrubber tensioning

3. PVC inlay with clipzip tensioning

Figure 84 SQ 150 -Zip inserts

Bottom bar

Figure 85 BD50 bottom bar

35
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Direct installation in Z axis

Figure 98 SQ 150 direct installation in Z axis - top view cross section

Figure 99 SQ 150 direct installation in Z axis - top view cross section excl. cassette
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